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Plasma filter 

the best air treatment system 
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Cooking is a great pleasure, but how can we get rid of the odours and smoke produced by 
cooking thanks to a cooker hood? 

 

Extraction cooker hood need an hole in the wall or ceiling for air outlet and a powerful 
motor to draw all the air out. This means high noise and high energy consumption.  
You will draw out of the kitchen warm air during winter and cool air during summer, 
increasing the heating and air conditioning costs.  

 
Recirculating cooker hood with active carbon filters are not very effective in reducing 
odours, and active carbon filters need to be replaced very often with high maintenance 
costs. Powerful motors compensate the poor efficiency increasing noise and energy 
consumption. 

 

Now all this is over with plasma technology! 
 
 

The plasma air treatment is the most effective method of air purification with 98% of odour reduction.  
No filtering, no mechanical odour trapping, but a physical air transformation from polluted to clean air.  

Developed in Germany, it extinguish germs, bacteria, viruses and allergens, cigarette smoke, etc., 

and lower the risk of illness and infections. 
It is used since many years in professional kitchens by restaurant chains, and in food processing, to eliminate 

odors and smoke which are much denser than cooking fumes in private households, and always worked  

very effectively, helping companies to increase efficiency and reduce maintenance costs.  

Plasma ð the best solution for air purification 
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With plasma you donõt filter the airé you treat it! 
Plasma is a chemical process which change the molecules composition with an efficient 

and safe electrical process.  
There are no added chemicals, no mechanical filtering, our process just 

CHANGE ¢I9 !Lw ¸h¦Ωw9 .w9!¢ILbD. 
Final 
products 
after 
filtration  
are only 
oxygen,  
a small 
residual 
humidity 
and CO2.  
 
This is just 
pure air. 
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Plasma is an electrical process 
Our Plasma filters host an electronic CPU inside the power supply which generate a 
high voltage field with a very little current. This makes it safe for you and for your 
electricity bill, but lethal for bad smells, germs, bacteria, viruses and allergens.  

 

The combination of our special 
electrodes, the customised 
CPU and power supply with the 
hi tech carbon filter allow a 
perfect filtration for a very long 
time. The carbon filter pores 
remain free and clean for many 
years, and the filter works 
without any maintenance 
needed for at least the cooker 
ƘƻƻŘΩǎ life.  
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Plasma filter ð a new function in the cooker hood 

The easiest integration with any type of cooker hood! 
 

No special electronic development is needed to integrate it in any new cooker hood model. 
This means a very small development effort, to add the most advanced  

air treatment in your recirculation cooker hood range, and a shorter time-to-market to 
transform any cooker hood in an air treatment device!  

This becomes a further selling point for any new cooker hood! 
 
 
 
 
 
 
 

 

LŦ ǘƘŜ ŎƻƻƪŜǊ ƘƻƻŘ ƛǎ ŀƭǊŜŀŘȅ ŀǇǇǊƻǾŜŘΣ ǘƘŜ ŎƻƻƪŜǊ ƘƻƻŘΩǎ ƳŀƴǳŦŀŎǘǳǊŜǊ ŘƻƴΩǘ ƴŜŜŘ ŀƴȅ 
further approval, as the plasma  filter works independently but in perfect harmony with the 
cooker hood, thank to the integrated air sensor to switch it ON and OFF automatically with 

the cooker hood motor and its power cable and plug.  
The plasma filter works without maintenance for the entire cooker ƘƻƻŘΩǎ ƭƛŦŜ. 
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Several plasma filter models for different needs 

*  O-RING shall be used to fix 
RONDO on motor outlet and 
if necessary on the eccentric 
adapter. 

Model RONDO 400/180 RONDO 600/180 RONDO 800/180 RONDO 500/210 RONDO 800/210 RONDO 1000/210

Art. code 8418 8618 8818 8521 8821 8121

Height mm 150 210 270 120 210 270

Width mm Ø 180 Ø 180 Ø 180 Ø 210 Ø 210 Ø 210

Length mm Ø 180 Ø 180 Ø 180 Ø 210 Ø 210 Ø 210

Air inlet mm Ø 120 Ø 120 Ø 120 Ø 150 Ø 150 Ø 150

Net weight Kg. 1,2 1,4 1,9 1,2 1,7 2,0

Gross weight Kg. 1,8 2 2,5 1,8 2,3 2,6

Packing dimensionso mm 240 x 260 x 290 240 x 260 x 290 240 x 260 x 290 240 x 260 x 290 240 x 260 x 290 240 x 260 x 290

Switch on

Power

Accessories included in 

the box. Box type.

Use

PerformancesSuitable for almost all 

motor performances 

(best under                

400 m3/h                     

net value).

Suitable for almost all 

motor performances 

(best under                

600 m3/h                   

net value).

Suitable for almost all 

motor performances 

(best under                

800 m3/h                   

net value).

Suitable for almost all 

motor performances 

(best under                

500 m3/h                   

net value).

Suitable for bigger 

motor performances 

(best until                800 

m3/h                   net 

value).

Suitable for bigger 

motor performances 

(best until                

1000 m3/h                   

net value).

RONDO for vertical cooker hoods with chimney                                                                                                                 (Industry Serie)

Cooker hoods with thinner chimney,                                               

20x20cm or more. 
Cooker hoods with chimney 25x25cm or more.

2 OR*. Plain box.

Eccentric adaptor available upon request.

Automatic switch on @ 1 m/sec. Air flow, through an integrated electronic sensor.

220 VAC through equipped 150 cm cable and Europlug (class 2, 2 pin) 

RONDO Series 
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Several plasma filter models for different needs 

PLANO Series 

Model PLANO500 I PLANO400 I PLANO500 RETROFITPLANO400 RETROFIT

Art. code 8951 8941 8950 8940

Height mm 60 60 80 80

Width mm 250 210 250 250

Length mm 250 250 250 250

Air inlet mm 248 x 210 208 x 210 Ø 150 Ø 150

Net weight Kg. 1,6 1,4 2,3 2,1

Gross weight Kg. 3 2,8

Packing dimensionso mm 260 x 260 x 182 260 x 260 x 182 260 x 260 x 182 260 x 260 x 182

Switch onAutomatic switch on @ 1 m/sec. Air flow, through an integrated electronic sensor.

Power 221 VAC through equipped 150 cm cable and Europlug (class 2, 2 pin) 

Accessories included in the box. 

Box type.

Use

PerformancesSuitable for almost all 

motor performances 

(best under                

500 m3/h                   

net value).

Suitable for almost all 

motor performances 

(best under                

400 m3/h                     

net value).

Suitable for almost all 

motor performances 

(best under                

500 m3/h                   

net value).

Suitable for almost all 

motor performances 

(best under                

400 m3/h                     

net value).

Cooker hoods woithout chimney or when this 

can be taken away like islands hoods and 

ceiling models.

Built-in cooker hoods and every cooker hoods 

without chimney or when this can be taken 

away. Easier integration thanks to it 150 mm 

inlet diameter.

None.                                                                     

Plain box

2 OR*. Plain box.

Eccentric adaptor available upon request.

PLANO for Island and cooker hoods without chimney
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Several plasma filter models for different needs 

QUADRO Series 

Model QUADRO 800 QUADRO 1200

Art. code 8780 8712

Height mm 92 92

Width mm 280 280

Length mm 540 640

Air inlet mm 220 x 90 220 x 90

Net weight Kg. 4,4 5,4

Gross weight Kg. 5 6

Packing dimensionso mm 660 x 310 x 110 660 x 310 x 110

Switch on

Power

Accessories included in the box. 

Box type.

Use

Performances
Suitable for bigger motor performances (best until                

800 m3/h net value).

Suitable for bigger motor performances (best until                

1200 m3/h net value).

QUADRO for cooktop "Hob+Hood" and downdraft hoods

Cooktop extractor hoods mounted in plinth and many other applications.

None.                                                                     Plain box

Automatic switch on @ 1 m/sec. Air flow, through an integrated electronic sensor.

221 VAC through equipped 150 cm cable and Europlug (class 2, 2 pin) 
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RONDO is the best solution for VERTICAL COOKER HOODS WITH CHIMNEY. 

With plasma itõs easy to have the best air treatment ! 

RONDO is available in different dimensions to fit in most  
chimneys. RONDO is fitted on the motor air outlet,  
is covered by the chimney and works automatically with normal 220V AC power without any 
maintenance.  The integrated sensor detects the air flow and switches it ON only when the 
cooker hood motor is ON, and it switches automatically OFF when the cooker hood motor is 
OFF, with little power consumption (0,5W in stand-by mode).  It works for the entire cooker 
ƘƻƻŘΩǎ ƭƛŦŜ. 
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PLANO INDUSTRY is the best solution for COOKER HOODS WITHOUT CHIMNEY. 

With plasma itõs easy to have the best air treatment ! 

PLANO is available in 2 different dimensions to fit on most cooker hoods without chimney, like 
vertical models, ceiling or lamp models. PLANO can be fitted on the motor air outlet of the cooker 
hood, the connection can be done by the manufacturer according to his developing needs.   
It works automatically with normal 220V AC power without any maintenance for the entire cooker 
ƘƻƻŘΩǎ ƭƛŦŜΦ  
The integrated sensor detects the air flow and switches it ON only when the cooker hood motor 
is ON, and it switches automatically OFF when the cooker hood motor is OFF, with little power 
consumption (just 0,5W in stand-by mode). 
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PLANO RETROFIT allow an easier integration on  
COOKER HOODS WITHOUT CHIMNEY and is especially designed for  

BUILT-IN COOKER HOODS. 

With plasma itõs easy to have the best air treatment ! 

PLANO RETROFIT is a PLANO with a Ø 150 mm (also optional with Ø 120 mm) air inlet for an 
easier integration into the cooker hood. PLANO can be directly fitted on the motor air outlet of 
corresponding Ø . In Built-In cooker hoods, it can be fitted between the exhaust hose and the air 
vents on the upper side of cabinet, assuring the best air treatment and keeping the clean aesthetic 
of the cabinets. Like traditional PLANO, it is available in 2 different dimension to fit on most cooker 
hoods without chimney, like vertical models, ceiling or lamp models. It works automatically with 
normal 220V AC power without any maintenance for ǘƘŜ ŜƴǘƛǊŜ ŎƻƻƪŜǊ ƘƻƻŘΩǎ ƭƛŦŜΦ   
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QUADRO ƛǎ ǘƘŜ ōŜǎǘ ǎƻƭǳǘƛƻƴ ŦƻǊ /hhY¢ht έIh.ҌIhh5έ ŀƴŘ έ5h²b5w!C¢έ Ihh5{Σ 
integrated in the plinth, and many other applications.  

With plasma itõs easy to have the best air treatment ! 

QUADRO is the perfect solution in every application where a big filtering capacity is needed, with 
low and long surface like plinth for hob+hood systems. Inlet and outlet section is a Naber  
COMPAIR (280 x 92 mm). With the air outlet connected with the Naber tube, it assures no outlet 
air gets into the plinth and so the wooden furniture is kept clean and dry. Adapters are available 
for different air inlets. QUADRO is available with 800 and 1200 m3/h performance, but other 
length / performances are available upon request: the system is flexible thank to the metal 
section. This means that, for an appreciable quantity, we can supply you the customised 
length/performance according to your needs.   


